
Regulatory Information Additional Notes

Chain In ormation
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MCC® 1000 Series MatTop® Chain Product Portfolio MT - 1000 - 1

Assem
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idth

FT1000

M
CC

® 1000 Series Flat Top M
atTop

® Chain

Standard Materials
XLG Low Friction Green Polypropylene -40 180 150 -40 82 66 1,500 21,885 1.33 6.49 Yes

The Food and Drug Administration (FDA) accepts certain materials or direct 
ood contact. FDA approved material is compliant to FDA 21 CFR § 177.

Rexnord, MCC, and MatTop are trademarks o  Rexnord Corporation.
All rights reserved.

For chain width in ormation see page MT -  WIDTH - 1.
Open area = 0.0%.
Chain strength is listed at room temperature. NR = Not Recommended.
For additional material in ormation, see material port olio.

Direction
of Travel

Ch
ai

n 
bo

tto
m

 
to

 C
en

te
rli

ne
0.

17
 in

(4
.4

 m
m

)

Chain Pitch
1.00 in

(25.4 mm)

Min. Backflex
Radius
0.98 in

(25.0 mm)

Chain Height
0.34 in

(8.7 mm)
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Photo shows Flat Top 1000 Series MatTop® Chain molded in XLG material

0% - 25% - 9
25% - 50% - 11
50% - 75% - 13
75% - 100% - 17


