
Regulatory Information Additional Notes

Available Materials

Prefx
Chain

 Material
Standard 

Pin Material

Temperature
Chain

Strength FDA 
Approval

Fahrenheit Celsius

min
max

min
max

dry wet dry wet lbs N
         

Chain In ormation

Chain Width Min. Side-fex Radius Approximate Weight
desc in mm in mm lbs/ t kg/m

Standard Materials
60 60 Series Stainless Steel Stainless Steel -100 800 212 -73 427 100 625 2,780 Yes

Stocked in 80 pitch, 10 ft (3.048 m) length strands.

Stainless steel is ferritic.

Chain strength is listed at room temperature. NR = Not Recommended.

For additional material information, see material portfolio.

60M31XM is Part No. 767.69.31

Based on the material chemistries, industry standards, and the documentation 
in the Federal Registry, it is the opinion of Rexnord that the MCC® TableTop® 
stainless steel chains can be considered GRAS for direct food contact.

Rexnord®, MCC and TableTop are trademarks of Rexnord Corporation.

All rights reserved.
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Minimum
0.51 in

(13.0 mm)

Thickness
0.12 in

(3.1 mm)

Minimum 
Side-flex Radius
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Chain Pitch
1.50 in

(38.1 mm)Pin Diameter
0.25 in

(6.4 mm)

Min. Backflex
Radius
3.94 in

(100.0 mm)
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Photo shows 60M31XM TableTop® Chain in 60 Series Stainless Steel material
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